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   Worksheet 4

	Workplace travel plans

There are two sets of diversion rates for workplace travel plans: standard – where no passenger transport improvements are proposed and alternative – where there are proposed passenger transport improvements. Within these two sets of diversion rates, a scoring system is used to select the appropriate profile for a given workplace travel plan. The score, out of six, is assigned based on the responses to the questions in the table below.

	Question
	Yes
	No

	Is car-parking availability constrained at the workplace?
	1
	0

	Does the proposed workplace travel plan include:

	One or more parking management strategies*?
	1
	0

	Improvements to cycling/walking facilities?
	1
	0

	Ridesharing matching service?
	1
	0

	Public transport service improvements or company transport?
	1
	0

	Public transport subsidies?
	1
	0

	Total score (sum of ‘yes’ column):
	
	

	*Strategies for managing parking demand include initiatives such as parking charges, reduced supply of parking spaces, parking ‘cash-out’ scheme, etc.

	Default diversion rates (percentage point change in mode share)

	
	Score
	Car as driver
	Car as passenger
	Passenger transport
	Cycling
	Walking

	Standard – without passenger transport measures

	Low
	1 or 2
	0.0%
	0.0%
	0.0%
	0.0%
	0.0%

	Medium
	3 or 4
	-5.0%
	1.3%
	1.3%
	0.6%
	1.8%

	Alternative – with passenger transport measures or improvements

	Low
	1 or 2
	0.0%
	0.0%
	0.0%
	0.0%
	0.0%

	Medium
	3 or 4
	-5.0%
	1.3%
	2.6%
	0.3%
	0.8%

	High
	5 or 6
	-12.9%
	3.3%
	7.4%
	1.0%
	1.2%

	School travel plans

Select either the primary school or secondary/intermediate diversion rate as appropriate.

	Default diversion rates (percentage point change in mode share)

	School type
	Car as driver
	Car as passenger
	Passenger transport
	Cycling
	Walking

	Primary
	0.0%
	-9.0%
	0.0%
	1.5%
	7.5%

	Secondary/intermediate
	0.0%
	-9.0%
	5.0%
	0.5%
	3.5%

	Household and community based initiatives

Select either the standard or the low diversion rate as appropriate. The standard diversion rate should be used in most circumstances. The low diversion rate should be used if the TBhC project is to implement fewer measures than ‘usual’ household based initiatives or where existing public transport services and/or cycle/walk facilities are poor.

	Default diversion rates (percentage point change in mode share)

	
	Car as driver
	Car as passenger
	Passenger transport
	Cycling
	Walking

	Low
	-1.0%
	-0.2%
	0.5%
	0.3%
	0.4%

	Standard
	-3.1%
	-0.5%
	1.4%
	0.9%
	1.3%


